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★ Parts drawings and operation manuals can be downloaded from our website. ★ Parts drawings and operation manuals can be downloaded from our website.

28 29

Vertical &
 lateral 
lifting clamps 

Lateral
lifting clamps

Horizontal 
lateral 
lifting clamps,
lifting hooks

Steel beam 
lifting clamps,
balance

Beam
clamps

Super foot 
locks,
lifting hooks

Super lock 
hooks

Drum lift
clamps

Lifting hooks 
for forklift,
rail clamps

Screw 
cam clamps

Vertical 
lifting clamps

Reinforcing
rod vertical
lifting clamps

Vertical &
 lateral 

lifting clamps 

Lateral
lifting clamps

Horizontal 
lateral 

lifting clamps,
lifting hooks

Steel beam 
lifting clamps,

balance

Beam
clamps

Super foot 
locks,

lifting hooks

Super lock 
hooks

Drum lift
clamps

Lifting hooks 
for forklift,
rail clamps

Screw 
cam clamps

Vertical 
lifting clamps

Reinforcing
rod vertical

lifting clamps

Clamp with
fall arrest
equipment

Clamp with
fall arrest

equipment

LIFTING CLAMPS FOR STEEL

LIFTING CLAMPS FOR STEEL

Vertical &
 lateral 
lifting clamps 

Lateral
lifting clamps

Horizontal 
lateral 
lifting clamps,
lifting hooks

Steel beam 
lifting clamps,
balance

Beam
clamps

Super foot 
locks,
lifting hooks

Super lock 
hooks

Drum lift
clamps

Lifting hooks 
for forklift,
rail clamps

Screw 
cam clamps

Vertical 
lifting clamps

Reinforcing
rod vertical
lifting clamps

Vertical &
 lateral 

lifting clamps 

Lateral
lifting clamps

Horizontal 
lateral 

lifting clamps,
lifting hooks

Steel beam 
lifting clamps,

balance

Beam
clamps

Super foot 
locks,

lifting hooks

Super lock 
hooks

Drum lift
clamps

Lifting hooks 
for forklift,
rail clamps

Screw 
cam clamps

Vertical 
lifting clamps

Reinforcing
rod vertical

lifting clamps

Clamp with
fall arrest
equipment

Clamp with
fall arrest

equipment

LIFTING CLAMPS FOR STEEL

LIFTING CLAMPS FOR STEEL

SBN
BEAM CLAMP

Compact Jaw Type for Narrow Spaces

SDH3
SUPER FOOT LOCK

For Road Plates

FKH1
LIFTING HOOK

For Road Decking Panels

SBN-E
BEAM CLAMP

Standard Type

CHECK!

Operation manual & 
parts drawing
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Operation manual & 
parts drawing

● Lifting piece for chain blocks or hoists.
●  Ideal for being fixed to H or I beam, and hanging a chain 

block or a wheel.
●  Suitable as a connecting clamp to beams in various sites 

like factories and construction sites.
●  Can be easily fixed or removed just by tightening or loosen-

ing the screw.
●  The head part (H1) is small, to fit conveniently even in nar-

row spaces.
●  For permanent fixing or fixing in a place with vibrations, 

tighten the locking screw on the side of the clamp with a 
hex key wrench to prevent main screw loosening.

●  Lifting piece for chain blocks or hoists.
●  Ideal for being fixed to H or I beam, and hanging a chain 

block or a wheel.
●  Suitable as a connecting clamp to beams in various sites 

like factories and construction sites.
●  Can be easily fixed or removed just by tightening or loosen-

ing the screw.
●  For permanent fixing or fixing in a place with vibrations, 

tighten the locking screw on the side of the clamp with a 
hex key wrench to prevent main screw loosening.

SBN1

D

T1

T

L

H

H1

T2

beam width L1

locking screw

Item No. Rated
capacity（ton）

Size（in） N.W.
（lb）Applicable beam width L1 Applicable beam thickness T2 L H（MAX) H1 D T T1

SBN1 1 2.95〜9.06 0.35〜0.98 11.81 7.52 1.02 0.79 3.03 1.81 10.58
SBN2 2 2.95〜9.06 0.35〜0.98 11.97 7.52 1.02 0.79 3.82 2.28 13.67
SBN3 3 3.15〜12.60 0.39〜1.38 16.73 10.43 1.02〜1.61 1.26 4.61 2.72 27.78
SBN5 5 3.54〜12.60 0.39〜1.38 16.73 10.43 1.26〜1.61 1.26 4.92 2.72 31.53

Item No. Rated
capacity（ton）

Size（in） N.W.
（lb）Applicable beam width L1 Applicable beam thickness T2 L H（MAX) H1 D T T1

SBN1E 1 2.95〜9.06 0.31〜0.79 13.78 7.80 1.26〜1.89 0.79 3.31 1.97 8.38
SBN2E 2 2.95〜9.06 0.31〜0.79 13.78 7.87 1.26〜1.97 0.79 3.70 1.97 10.14
SBN3E 3 3.15〜12.60 0.39〜1.26 17.76 11.22 1.65〜2.36 0.87 4.80 2.76 20.28
SBN5E 5 3.54〜12.60 0.39〜1.26 17.76 11.22 1.65〜2.36 1.10 5.08 2.76 24.25
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Always lift a load at 2 or more points 
for safety.

●  Hook dedicated to road plates (extraction type).
●  Ideal for laying and removing road plates.
●  You can easily remove the hook just by lifting it 

when the lock is released.

● Hook dedicated to road decking panels.
● Ideal for lifting and installing road decking panels.
● Light weight and simple design for easy operation.
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■ Setting ■ Lifting

■ Extracting

Push the trigger in the direction 
of the arrow to release 
the lock.

When the lock
is released, the
hook is free.

Press the stopper in the direction
of the arrow so that the trigger
returns the self-locking
position.

■ How to use (extraction type)

pedal
trigger

stopper

latch
hook

In this state where the hook is 
free, insert the hook end into 
the road plate hole and 
step on the pedal 
with your foot.

❹ Setting

locked

When the hook is  completed 
inserted into the road plate hole, 
push down the main body until it 
gets parallel to the road plate, and 
the hook gets automatically locked.

❺ Locking
After having confirmed that the 
hook is locked by the trigger, 
lift the road 
plate.

❻ Lifting
After having lifted it, land 
the road plate and push 
the trigger in the direction 
of the arrow to release the 
lock.

❼ Releasing
Just by lifting it, you can 
extract it automatically from 
the road plate.

❽ Extracting

Item No. Rated capacity（ton） N.W.（lb）

SDH3 3 8.38

Item No. Rated capacity（ton） N.W.（lb）

FKH1 1 2.09

（in）
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❶ ❷ ❸

The applicable road plate 
thickness and hole dimen-
sions shall be within the 
ranges of the drawing.
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